
SAFETY NOTICE

PLEASE READ THIS ENTIRE MANUAL  BEFORE YOU INSTALL  AND USE YOUR NEW ROOM HEATER.  FAILURE TO
FOLLOW INSTRUCTIONS MAY RESULT IN PROPERTY DAMAGE, BODILY INJURY, OR EVEN DEATH.

FOR USE IN THE U.S. AND CANADA.  SUITABLE FOR INSTALLATION IN MOBILE HOMES

IF THIS HARMAN  PELLET STOVE IS NOT PROPERLY INSTALLED, A HOUSEFIRE MAY RESULT.  FOR YOUR SAFETY,
FOLLOW INSTALLATION DIRECTIONS.

CONTACT LOCAL  BUILDING OR FIRE OFFICIALS ABOUT RESTRICTIONSAND INSTALLATION INSPECTION
REQUIREMENTS IN YOUR AREA.

CONTACT YOUR LOCAL AUTHORITY (SUCH AS MUNICIPAL BUILDING DEPARTMENT, FIRE DEPARTMENT, FIRE
PREVENTION BUREAU, ETC.) TO DETERMINE THE NEED FOR A PERMIT.

CETTE GUIDE D'UTILISATION EST DISPONIBLE EN FRANCAIS. CHEZ VOTRE CONCESSIONNAIRE DE HARMAN STOVE
COMPANY.

SAVE THESE INSTRUCTIONS.

The Harman PP38+ Pellet Stove

Installation & Operating Manual
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Tested by Intertek Testing Service
Tested to: UL 1482, ASTM E 1509-95,
Oregon  814-23-900 THRU 814-23-909,
ULC-S627-M90, WH-PN 025
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Please read this entire manual before you install and use your new
room heater.  Failure to follow instructions may result in

property damage, bodily injury, or even death.

SUITABLE FOR MOBILE HOME INSTALLATIONS.

SAVE   THESE   INSTRUCTIONS
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       Assembly and Installation

Rear Cover
Panels

Unpacking
Cut straps holding box together and remove box from

skid.
The 38+ is bolted to the skid to prevent movement dur-

ing shipping.
To free the stove from the skid you must remove the

hold-down bolts in the rear of the pedestal base.

 Installing Rear Cover Panels
The rear cover panels are removed from the stove to

make it  easier to get at the hold-down bolts.
The rear cover panels are packed inside the hopper

and should be installed on the stove as shown. This should be
done after the stove is in place and flue is connected.

Firebrick
Install the firebrick horizontally on the angle above the

burnpot.

Flame Guide
Install the cast iron flame guide on top of the burnpot

and make sure it is fully seated against the auger opening.
The bottom of the flame guide is marked 38+.




